
 

 

Safety Shoes WR 5005 

Description 

Warrior Executive Safety Shoes is made of a quality 
leather which provides high-wearing comfort and 
safety protection. It is breathable and particularly 
strong in a light weight classic design with optimal form 
fit and improves foot movement quality.   

Materials 

Upper Black Glazed Leather 

Lining 
Top Full Grain Leather with Sweat Absorbing 

Polyester  

Midsole PU (Polyurethane) 

Outsole Dual Density PU (Polyurethane) Injection 

Toe Cap Composite Toe Cap 

Insole Fixed, moulded Eva Insert 

 

Approvals 
Certification body: Intertek – Labtest, Centre Court, 
Meridian Business Park, Leicester, LE19 1WD, UK 
(notified Body 0362). 
These products are classed as Personal Protective 
Equipment (PPE) BY THE European PPE Directive 
89/686/EEC and have been shown to comply with this 
Directive through the European Standard: EN ISO 
20345:2011 Safety Footwear & EN 12568:2010.  

Comfort and Protection 
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Typical Application 
This footwear is designed to minimize the risk of injury 

from the specific hazards as identified by the marking on 

the particular product (see marking codes).  

Performance and Limitations 
These products have been tested in accordance with EN 

ISO 20345:2011 for the types of protection defined on 

the product by the marking codes explained. However, 

always ensure that the footwear is suitable for the 

intended end use. 

 

Markings 

03/14 or                                            Date of manufacture/date wheel 

8UK | 9US | 42EUR or                   Size of product 

STYLE: WR5005                               Product identification     

ENISO20345:2011                         The number and year of this European norm                                                   

S3                                                      Category of protection offered 

Technical Data Sheet 

Toe cap resistant to 200 J 

Anti-perforation resistant to 1100 N 

Anti-static 

Water repellent upper 

Oil resistant upper 

Chemical resistant upper 

Slip resistant 

Heel energy absorption 


